CCTP - Collection LUCE SATI

Emergency Lighting

All blade-type emergency units will be equipped with a square pictogram (100x100 mm) screen-
printed on a 10 mm thick transparent plexiglass edge, mounted on a recessed white lacquered
steel frame (67 mm hole saw cut). A white finishing film must be placed behind the blade units to
conceal the pictogram from the opposite side (except for double-sided versions).
Self-contained emergency exit units will be of the recessed SATI blade type, ceiling or wall-
mounted, as per the integration plan, with an assigned luminous flux of 45 lumens for 1 hour in
non-maintained mode, from the brand BEHAR Sécurité, LUCE series.

Depending on the area, recessed ceiling units of the LUCE series type LUEP45C ref: 76502
(square frame) or LUEP45R ref: 76503 (round frame) will be used.

Square frame: Round frame:

Depending on the area, recessed wall-mounted spotlights of the same LUCE series type
LUEM45C ref: 76514 (square frame) or LUEM45R ref: 76515 (round frame) may be installed.

Square frame: Round frame:
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CCTP - Collection LUCE SATI

Ambient lighting

Self-contained ambient lighting units will be of the SATI recessed ceiling-mounted type from the
brand BEHAR Sécurité, LUCE series. The assigned luminous flux is 550 lumens for 1 hour, in non-
maintained mode, with a recessed white lacquered steel frame (67 mm hole saw cut).

Depending on the area, recessed ceiling-mounted spotlights from the same LUCE series type
LUEP400C ref: 76508 (square frame) or LUEP400R ref: 76509 (round frame) may be installed.

Square frame: Round frame:
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CCTP - Collection LUCE ADR

Emergency Lighting

All blade-type units will be equipped with a square pictogram (100x100 mm), screen-printed on a
10 mm thick transparent plexiglass edge, mounted on a recessed white lacquered steel frame (67
mm hole saw cut). A white finishing film must be applied to the rear of the blade units to conceal
the pictogram when viewed from the opposite side (except for double-sided models).
The self-contained emergency exit lights will be of the ADDRESSABLE blade type, recessed
ceiling- or wall-mounted, in accordance with the integration plan, with an assigned luminous flux
of 45 lumens for 1 hour in non-maintained mode, from the brand BEHAR Sécurité, LUCE series.
Depending on the area, recessed ceiling units of the LUCE series, type LUEP45AC ref: 76504
(square frame) or LUEP45AR ref: 76517 (round frame), may be installed.

Square frame: Round frame:

Depending on the areas, recessed wall-mounted spotlights of the same LUCE series, type
LUEMA45AC ref: 76516 (square frame) or LUEM45AR ref: 76517 (round frame), may be installed.

Square frame: Round frame:
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CCTP - Collection LUCE ADR

Ambient Lighting

The ambient self-contained lighting units will be of the ADDRESSABLE type, recessed ceiling-
mounted, from the brand BEHAR Sécurité, LUCE series. The assigned luminous flux is 550
lumens for 1 hour in non-maintained mode, with a recessed white lacquered steel frame (67 mm
hole saw cut).

Depending on the area, recessed ceiling spotlights from the same LUCE series, type
LUEP400AC ref: 76510 (square frame) or LUEP400AR ref: 76511 (round frame), may be installed.

Square frame : Round frame :
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